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Two 9-10 mm internal diameter rubber or plastic 
tubes from the water supply must be fitted to the 
two dedicated nozzles. 

NOTE 
These tubes must be held on the respective noz-
zles using hose clips to avoid that the tube(s) gets 
loose or disconnected during operation. 
 
Cooling may be carried out either through an open 
circuit with eventual discharge of the water, or us-
ing a closed circuit cooling system. 
 
The water temperature must be between +10°C 
and +35°C, with an inlet pressure between 3 and 5 
bar. In any case the water flow must not be less 
than 200 l/h. 
The customer can alternatively order the 90° bend 
water cooling kit, plastic model (969-9348) or me-
tallic model (969-9338). 

NOTE 
The water electrical conductance must be ≤ 500 
µs/cm. When the conductance is higher, in closed 
water circuit, the use of up to 20% of Ethyl-Glycole 
is suggested. 

PUMP PURGING AND VENTING 
The Turbo-V 2K-G pump is equipped with an inte-
grated purging and venting valve device. Both 
valves are fed through a single gas port, with 1/8 
NPT thread or Swagelok connector. 

Purge and Vent Installation 
To install the gas purge and vent line it is neces-
sary to unscrew the purge/vent port cover, and 
then connect the gas line. 

Pump used with corrosive gases 
To prevent damage to the bearings, an inert gas 
must flow into the pump body around the upper 
bearing towards the forevacuum line. To supply 
the inert purge gas (e. g. nitrogen) to the pump 
through the purge port, connect a gas purge line to 
the pump. 

The purging device automatically provides 20 
sccm when fed with 1 bar (14 psi) absolute (at-
mospheric pressure). 

!   CAUTION 

To prevent bearing damage, Varian suggests a 
minimum purge gas flow rate of 20 sccm (0.33 
mbar l/s). This value can be exceeded, according 
to the process requirements. Please contact Var-
ian for specific applications. 

The purge gas throughput of 20 sccm with the rec-
ommended forepump allows to achieve a high 
vacuum pressure in the 10-6 mbar range. 

The recommended gas flow maintains a pressure 
into the pump body higher than the forevacuum 
pressure. 

The recommended procedure to vent the system 
and the pump avoiding the contact between the 
pump bearings and the corrosive gas is described 
in the following points: 

1. Close the corrosive gas flow into the system. 

2. Leaving the Turbo-V 2K-G pump and the 
backing pump running and the purge gas 
flowing, wait for enough time to evacuate the 
corrosive gas from the system. 

3. Turn off the Turbopump. 

4. Open the Turbo-V 2K-G vent electro valve up 
to the atmospheric pressure in the system. 

5. When the Turbo-V 2K-G pump and the back-
ing pump are stopped and the system is at 
atmospheric pressure, for a better bearing 
protection it is advisable to leave the purge 
gas flowing into the Turbo-V pump, with the 
chamber or the Turbo-V vent valve opened, to 
avoid system overpressures. If the vent valve 
can�t be kept opened, the backing pump 
should be left operating. 
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Purge and vent layout 

1. Purge gas line 
2. Pressure regulator 
3. Purge and vent port 
4. Forevacuum pump 
5. Turbopump 
6. Water line 
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HIGH VACUUM FLANGE CONNECTION 
To connect the Turbo-V 2K-G pump to the ISO F 
inlet flange position the integrated inlet screen - 
centering ring as shown in the figure. 

 

Then fix the two flanges with the bolts as shown in 
the following figures. (according to Norm ISO 1609) 

 

 

FORE-VACUUM PUMP CONNECTION 
A flange KF 40 NW is available to connect the 
Turbo V2K-G pump to the fore-vacuum pump. A 
hose or vacuum approved pipe can be used. If a 
rigid pipe is used, any vibration generated by the 
mechanical pump must be eliminated through the 
use of bellows. 

NOTE 
The Turbo-V 2K-G pump is characterized by its 
high compression ratio also for oil vapors. When 
using a mechanical oil-sealed pump, it is advisable 
to install a suitable trap between the turbopump 
and the fore-vacuum pump in order to prevent oil 
backstreaming. 

PUMP USED IN PRESENCE OF MAGNETIC 
FIELDS 
Magnetic fields induce eddy currents in the rotor of 
a turbomolecular pump that tend to oppose to its 
rotation. 

The result is increased electrical power consump-
tion by the motor, most of which is dissipated in 
the rotor. 

Since the rotor is not in contact with the stator the 
above power can leave the rotor mainly by radia-
tion and hence the rotor may be overheated while 
static parts of the pump remain cool. 

This effect is strongly dependant from the inten-
sity, time function and distribution of the magnetic 
field. 

In general, therefore, an increase in pump current 
can be expected. 

If this increase is lower than 50% of the current 
value drawn by the motor in high vacuum opera-
tion, no particular problem should be expected. 

However if the effect is greater, than the case 
should be carefully reviewed by Varian�s specialist. 
As a matter of fact, in case of high magnetic fields, 
also important forces might be generated and ap-
plied to the rotor. 

ORDERABLE PARTS 

DESCRIPTION PART NUMBER 

Turbo-V 2K-G system with Monitorr op-
tion 

969-8871 

Turbo 2K-G with ProfiBus and MoniTorr 
options 

969-8873 

Mains cable NEMA Plug, 3m long 969-9958 

Mains cable European Plug, 3m long 969-9957 

Serial cable and Navigator Software 3.0 969-9883 

Protocol Converter RS-232 <-> RS-485 
wire 

969-9258 

Inlet screen ISO 250 with center ring 969-9138 

Water cooling kit for 6x8 (IDxOD) flexible 
tube 

969-9348 

Water cooling kit for 3/8 in. ID flexible 
tube  

969-9338 

MoniTorr Connectivity kit 969-9260 

 

INLET SCREEN



 

 

Request for Return  
 

 
1. A Return Authorization Number (RA#) WILL NOT be issued until this Request for Return is completely filled out, 

signed and returned to Varian Customer Service. 
2. Return shipments shall be made in compliance with local and international Shipping Regulations (IATA, DOT, UN). 
3. The customer is expected to take the following actions to ensure the Safety of workers at Varian: (a) Drain any oils or 

other liquids, (b) Purge or flush all gasses, (c) Wipe off any excess residues in or on the equipment, (d) Package the 
equipment to prevent shipping damage, (for Advance Exchanges please use packing material from replacement unit). 

4. Make sure the shipping documents clearly show the RA# and then return the package to the Varian location nearest you.   
North and South America 

Varian Vacuum Technologies 
121 Hartwell Ave 

Lexington, MA 02421 
Phone : +1 781 8617200 

Fax: +1 781 8609252 

Europe and Middle East 
Varian SpA 

Via Flli Varian 54 
10040 Leini (TO) – ITALY 

Phone: +39 011 9979111 
Fax: +39 011 9979330 

Asia and ROW 
Varian Vacuum Technologies 

Local Office 

 

CUSTOMER INFORMATION 
 

Company name: ..………………….……..……………….………………………………..……………………...…………..…. 
Contact person:   Name: ……………………………………..… Tel: ……………………….…...…………….….….... 

  Fax: …………………………….…...…..…… E-Mail: ..……………………..…………..…..…..….. 
Ship Method: …………….……....…… Shipping Collect #: ………….…..………… P.O.#: ………………….…......……….. 

Europe only:   VAT reg. Number: ………………..……………... USA only:    Taxable      Non-taxable  

Customer Ship To: ………………………….………  Customer Bill To: …………………..……………... 
                 ……………..…………………...                                ..………………………………... 
                 ………………..………………...                                 ..………………………………...                     

 

PRODUCT IDENTIFICATION 
Product Description Varian P/N Varian S/N Purchase Reference 

    
    
    

 

TYPE OF RETURN (check appropriate box)     
 Paid Exchange       Paid Repair  Warranty Exchange  Warranty Repair  Loaner Return 
 Credit         Shipping Error  Evaluation Return  Calibration   Other ………………. 

 

HEALTH and SAFETY CERTIFICATION 
Varian Vacuum Technologies CAN NOT ACCEPT any equipment which contains BIOLOGICAL HAZARDS or 
RADIOACTIVITY. Call Varian Customer Service to discuss alternatives if this requirement presents a problem. 

The equipment listed above (check one): 
     HAS NOT been exposed to any toxic or hazardous materials 
      OR 
     HAS been exposed to any toxic or hazardous materials. In case of this selection, check boxes for any materials that      

equipment was exposed to, check all categories that apply: 
  Toxic       Corrosive       Reactive       Flammable       Explosive       Biological       Radioactive 
List all toxic or hazardous materials. Include product name, chemical name and chemical symbol or formula. 

.…………………………………………………………………………………………………………………….. 

 

Print Name: ………………………………….     Customer Authorized Signature: ……………...…………………….     

Print Title: …………………………………...     Date: ..…../..…../……  
NOTE: If a product is received at Varian which is contaminated with a toxic or hazardous material that was not disclosed, the customer 
will be held responsible for all costs incurred to ensure the safe handling of the product, and is liable for any harm or injury to Varian 
employees as well as to any third party occurring as a result of exposure to toxic or hazardous materials present in the product. 
 

Do not write below this line 
Notification (RA)#: ……………………….……….. Customer ID#: ……….…………. Equipment #: …………………….. 



 

 

 

Request for Return   

 
 
FAILURE REPORT   
 
TURBO PUMPS and TURBOCONTROLLERS 
  POSITION PARAMETERS 

 Does not start  Noise  Vertical   Power: Rotational Speed: 
 Does not spin freely  Vibrations  Horizontal   Current: Inlet Pressure: 
 Does not reach full speed  Leak  Upside-down   Temp 1: Foreline Pressure: 
 Mechanical Contact  Overtemperature  Other: Temp 2: Purge flow: 
 Cooling defective  …………………. OPERATION TIME: 

TURBOCONTROLLER ERROR  MESSAGE: 
 
 
ION PUMPS/CONTROLLERS                    VALVES/COMPONENTS 

 Bad feedthrough  Poor vacuum   Main seal leak  Bellows leak 
 Vacuum leak  High voltage problem   Solenoid failure  Damaged flange 
 Error code on display  Other   Damaged sealing area  Other 

Customer application:   Customer application:  
     
 
LEAK DETECTORS                     INSTRUMENTS  

 Cannot calibrate  No zero/high backround   Gauge tube not working  Display problem 
 Vacuum system unstable  Cannot reach test mode   Communication failure  Degas not working 
 Failed to start  Other   Error code on display  Other 

Customer application:   Customer application:  
     
 
PRIMARY PUMPS               DIFFUSION PUMPS 

 Pump doesn’t start  Noisy pump (describe)   Heater failure  Electrical problem 
 Doesn’t reach vacuum  Over temperature   Doesn’t reach vacuum  Cooling coil damage 
 Pump seized  Other   Vacuum leak  Other 

Customer application:   Customer application:  
     
 

FAILURE DESCRIPTION 
(Please describe in detail the nature of the malfunction to assist us in performing failure analysis): 

 

 
NOTA: Su richiesta questo documento è disponibile anche in Tedesco, Italiano e Francese. 
REMARQUE : Sur demande ce document est également disponible en allemand, italien et français. 
HINWEIS: Auf Aufrage ist diese Unterlage auch auf Deutsch, Italienisch und Französisch erhältlich. 



Sales and Service Offices 
 
 

Argentina 
Varian Argentina Ltd. 
Sucursal Argentina 
Av. Ricardo Balbin 2316 
1428 Buenos Aires 
Argentina 
Tel:  (54) 1 783 5306 
Fax: (54) 1 786 5172 
 
Benelux 
Varian Vacuum Technologies 
Rijksstraatweg 269 H, 
3956 CP Leersum 
The Netherlands 
Tel:  (31) 343 469910 
Fax:  (31) 343 469961 
 
Brazil 
Varian Industria e Comercio Ltda. 
Avenida Dr. Cardoso de Mello 1644 
Vila Olimpia 
Sao Paulo 04548 005 
Brazil 
Tel:  (55) 11 3845 0444 
Fax:  (55) 11 3845 9350 
 
Canada 
Central coordination through: 
Varian Vacuum Technologies 
121 Hartwell Avenue 
Lexington, MA 02421 
USA 
Tel:  (781) 861 7200 
Fax:  (781) 860 5437 
Toll Free # 1 (800) 882 7426 
 
China 
Varian Technologies - Beijing 
Room 1201, Jinyu Mansion 
No. 129A, Xuanwumen Xidajie 
Xicheng District 
Beijing 100031 P.R. China 
Tel:  (86) 10 6641 1530 
Fax:  (86) 10 6641 1534 
 
France and Wallonie 
Varian s.a. 
7 avenue des Tropiques 
Z.A. de Courtaboeuf - B.P. 12 
Les Ulis cedex (Orsay) 91941 
France 
Tel:  (33) 1 69 86 38 13 
Fax:  (33) 1 69 28 23 08 
 
Germany and Austria 
Varian Deutschland GmbH 
Alsfelder Strasse 6 
Postfach 11 14 35 
64289 Darmstadt 
Germany 
Tel:  (49) 6151 703 353 
Fax:  (49) 6151 703 302 
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India 
Varian India PVT LTD 
101-108, 1st Floor 
1010 Competent House 
7, Nangal Raya Business Centre 
New Delhi 110 046 
India 
Tel:  (91) 11 5548444 
Fax:  (91) 11 5548445 
 
Italy 
Varian Vacuum Technologies 
via F.lli Varian 54 
10040 Leini, (Torino) 
Italy 
Tel:  (39) 011 997 9 111 
Fax:  (39) 011 997 9 350 
 
Japan 
Varian Vacuum Technologies 
Sumitomo Shibaura Building, 8th Floor 
4-16-36 Shibaura 
Minato-ku, Tokyo 108 
Japan 
Tel:  (81) 3 5232 1253 
Fax:  (81) 3 5232 1263 
 
Korea 
Varian Technologies Korea, Ltd 
Shinsa 2nd Bldg. 2F 
966-5 Daechi-dong 
Kangnam-gu, Seoul 
Korea 135-280 
Tel:  (82) 2 3452 2452 
Fax:  (82) 2 3452 2451 
 
Mexico 
Varian, S. de R.L. de C.V. 
Concepcion Beistegui No 109 
Col Del Valle 
C.P. 03100 
Mexico, D.F. 
Tel:  (52) 5 523 9465 
Fax:  (52) 5 523 9472 
 
Taiwan 
Varian Technologies Asia Ltd.  
14F-6, No.77, Hsin Tai Wu Rd., Sec. 1 
Hsi chih, Taipei Hsien 
Taiwan, R.O.C. 
Tel:  (886) 2 2698 9555 
Fax: (886) 2 2698 9678 
 
UK and Ireland 
Varian Ltd. 
28 Manor Road 
Walton-On-Thames 
Surrey KT 12 2QF 
England 
Tel:  (44) 1932 89 8000 
Fax:  (44) 1932 22 8769 
 

United States 
Varian Vacuum Technologies 
121 Hartwell Avenue 
Lexington, MA 02421 
USA 
Tel:  (781) 861 7200 
Fax:  (781) 860 5437 
 
Other Countries 
Varian Vacuum Technologies 
via F.lli Varian 54 
10040 Leini, (Torino) 
Italy 
Tel:  (39) 011 997 9 111 
Fax:  (39) 011 997 9 350 
 
 
 
Customer Support & Service: 
 
North America 
Tel: 1 (800) 882 7426 (toll-free) 
vtl.technical.support@varianinc.com 
 
 
Europe 
Tel: 00 (800) 234 234 00 (toll-free) 
vtt.technical.support@varianinc.com 
 
 
Japan 
Tel: (81) 3 5232 1253 (dedicated line) 
vtj.technical.support@varianinc.com 
 
 
Korea 
Tel: (82) 2 3452 2452 (dedicated line) 
vtk.technical.support@varianinc.com 
 
 
Taiwan 
Tel: 0 (800) 051 342 (toll-free) 
vtw.technical.support@varianinc.com 
 
 
Worldwide Web Site, Catalog 
and Order On-line: 
www.varianinc.com 
 
 
Representative in most countries 
 
 

 




